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SCOPE

The scope of the GENAN SAFE – PLAY surfacing system is to provide all materials, labor and equipment needed to 

install an excellent playground safety surfacing system.

DESCRIPTION 

GENAN SAFE – PLAY is used for playgrounds and outdoor exercise equipment installations, providing ADA 

compliant fall protection and a safe, easy-to-clean and almost maintenance-free surface where children can play. 

The system can be customized to meet individual requirements. 

COMPOSITION

GENAN SAFE – PLAY consists of two layers:

• Base layer made of GENAN SAFE rubber pellets mixed with high-grade polyurethane binder.  

These cylindrical rubber pellets – GENAN PELLETS 3.8 / 35 – are 35 mm long, engineered  

buffings with a 3.8 mm diameter and are manufactured from 100% recycled ELT rubber.

• Top surface made of EPDM (ethylene propylene diene monomer), thermoplastic  

vulcanizate (TPV) or GENAN COATED TOP LAYER granulate mixed with polyurethane binder.

ASTM F 1292-18e1 COMPLIANT CONSTRUCTION

6 FT (1.83 m) fall height:

• 2 ½ inch (63.5 mm) GENAN SAFE engineered buffings (GENAN PELLETS 3.8 / 35)  

mixed with polyurethane binder.

• ½ inch (12.7 mm) top layer (EPDM, TVP or GENAN COATED TOP LAYER)  

mixed with polyurethane binder.

• Total system height: 3 inches (76.2 mm).

10 FT (3.05 m) fall height:

• 4 ½ inch (114.3 mm) GENAN SAFE engineered buffings (GENAN PELLETS 3.8 / 35)  

mixed with polyurethane binder.

• ½ inch (12.7 mm) top layer (EPDM, TVP or GENAN COATED TOP LAYER)  

mixed with polyurethane binder.

• Total system height: 5 inches (127 mm).

PU MIXING RATIO

For advice on PU mixing ratio, please consult the data sheet of your preferred polyurethane binder manufacturer.

CURING SCHEDULE

For advice and recommendations in relation to curing times and decisive aspects in this respect, please consult 

your preferred polyurethane binder manufacturer.

QUALITY ASSURANCE

• All ELT rubber components of the GENAN SAFE – PLAY surfacing system shall be obtained from Genan.  

No substitutions or additions of other materials shall be made without prior, written permission from Genan.
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• Acceptable substrates for the GENAN SAFE – PLAY surfacing system include concrete and compacted stone.  

Alternative substrates muts be approved by GENAN prior to application.

GENAN INFORMATION AVAILABLE

• Product information sheet for the GENAN SAFE – PLAY surfacing system

• Technical data sheet for GENAN PELLETS 3.8 / 35 (and GENAN COATED TOP LAYER)

• Safety data sheet for GENAN PELLETS 3.8 / 5 (and GENAN COATED TOP LAYER)

• GENAN COATED TOP LAYER color chart

• Complete system samples available upon request

• Product liability insurance certificate, covering GENAN PELLETS 3.8 / 5 (and GENAN COATED TOP LAYER)

• IPEMA test certificate for ASTM F 1292-18e1 compliance on impact attenuation*

• Sieve analysis for GENAN COATED TOP LAYER (i.e. GENAN COARSE granulate)

DELIVERY, STORAGE & HANDLING

• All materials shall be delivered in original, unopened packaging with labels intact.

• All materials shall be protected from the weather elements – and may not be stored at temperatures lower 

than 320F (00C) for any period longer than 12 hours.

JOB CONDITIONS

• Ambient air temperature shall be 490F (100C) or higher and rising at the time of installation – and shall remain 

at 490F (100C) or higher for at least 48 hours after application. Conditions with temperature drops of 200F 

(110C) or more should be monitored and avoided.

• Surface and adjacent materials must be protected from the weather elements and other potentially 

damaging fatcors during installation as well as while curing.

ORDER PLACEMENT

All components for the GENAN SAFE – PLAY surfacing system components shall be obtained from Genan or its 

authorized distributers.

COLOR CHART – GENAN COATED TOP LAYER

THE ABOVE INSTALLATION RECOMMENDATIONS ARE NOT A WARRANTY OR GUARANTEE OF THE PRODUCTS OF ANY KIND, AND 

GENAN INC. EXPRESSLY DISCLAIMS ANY LIABILITY OR CLAIMS RELATED TO THE INSTALLATION OF THE PRODUCT. TO THE FULLEST 

EXTENT ALLOWED BY LAW, THE PURCHASER OF THE PRODUCT DOES HEREBY EXPRESSLY FOREVER RELEASE, DISCHARGE AND SHALL 

DEFEND AND INDEMNIFY GENAN INC., AND THEIR RESPECTIVE AFFILIATES, PARTNERS, OFFICERS, EMPLOYEES, AGENTS, SUCCESSORS 

AND ASSIGNS, FROM ANY AND ALL SUCH CLAIMS  (“RELEASE AND INDEMNITY”).  THIS RELEASE AND INDEMNITY SHALL BE EFFECTIVE 

AS A BAR TO ALL ACTIONS, CAUSES OF ACTION, LAWSUITS, PROCEEDINGS, OBLIGATIONS, COSTS, EXPENSES, ATTORNEY’S FEES,  

DAMAGES, LOSSES, CLAIMS, LIABILITIES AND DEMANDS OF ANY KIND, WHETHER BASED ON VIOLATION OF LAW, BREACH OF DUTY, 

EQUITY, NEGLIGENCE, DURESS OR ANY OTHER CAUSE OF ACTION BASED UPON ANY OTHER THEORY (“CLAIM(S)”).  THIS RELEASE AND 

INDEMNITY MAY BE PLEAD AS A FULL AND COMPLETE DEFENSE TO ANY CLAIMS.

VIOLET CRIMSON RED CARIBBEAN BLUE NATURE GREENEARTH BROWNOCEAN BLUE

* Information about binder type and mixing ratio used for certification available upon request


